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Warranty  

All our products are carefully examined before delivery. If any problems 
should arise we will do all we can to ensure that measurements can be 
resumed in the shortest possible time. In the event of inappropriate use, or 
mechanical or electrical overloading we provide no warranty. We accept no 
liability for any form of consequential damage.  

 

The right to make alterations is reserved. 
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Dear Customer, 
 
 

The Data Logger from Ammonit is a piece of professional equipment with 
which you can record the meteorological details of a location, and all the data 
necessary for estimating the wind energy potential of a site. The logger can be 
used flexibly and is suited for a wide range of applications. The implemented 
standards of measurement evaluation and data security meet the 
requirements of professional specialists. But the ease of use means that even 
beginners can handle the Data Logger successfully.  

Read the manual carefully before installation, and please remember that time 
spent now setting up the logger properly might save you from losing important 
data!  

We hope you find this manual clear and easy to understand. If you have any 
comments or suggestions please do not hesitate to let us know.  

You can contact us at:  
Tel.:  +49 (0)30 600 31 88-0 
Fax  +49 (0)30 600 31 88-10  
E-mail info@ammonit.com  
Website: www.ammonit.com 

 

We wish you success in your work!  



Contents 

 Ammonit GmbH / 2005 - 2009 3 

Contents  

1. Installation 5 
1.1. Overview 5 
1.2. Starting up 8 
1.3. Display & button functions 9 

2. Sensors 15 
2.1. Anemometer 15 
2.2. Wind vane 16 
2.3. Hygro/Thermo 16 
2.4. Air pressure 17 
2.5. Pyranometer 18 
2.6. Precipitation sensor 18 
2.7. Recording other inputs 19 
2.8. Ultrasonic anemometer 19 
2.9. External sensor power supply 20 
2.10. The Xtend-inputs 20 
2.11. Internal measurements 21 
2.12. External signal converters 21 
2.13. Logger cascading 22 

3. Data registration 23 
3.1. Measurement series 23 
3.1.1. Scan intervals 23 
3.1.2. Log interval 23 
3.1.3. Pre-evaluation in the log interval 24 
3.1.4. Storage organisation or time series 24 
3.1.5. Data format of measurement series 25 
3.2. Wind statistics 26 
3.2.1. Frequency distribution of the wind speed 27 



 
Ammonit Data Logger Manual 

 4  Ammonit GmbH / 2005 - 2009 

3.2.2. Frequency distribution of wind direction 28 
3.2.3. Data format on the display 29 
3.2.4. Data format in PC 30 
3.3. Slow Motion Recorder (SMR) 32 

4. Data Logger and PC 35 
4.1. Software CALLaOLOG02 35 

5. Warnings 45 

6. Remote monitoring with GSM 47  

7. Energy supply 51 
7.1. Battery supply 51 
7.2. Connecting to an external power supply 52 
7.3. Solar power 53 
7.4. Energy requirements of your system 54 
7.5. Digital output 55 

8. RS485 Functions 57 
8.1. Online access to data 57 
8.2. WindTracker 58 

9. Maintenance and service 59 

10. Annex 61 
 



Installation 

 Ammonit GmbH / 2005 - 2009 5 

1.  Installation 

1.1. Overview 

 

The Data Logger is a universal tool for the detailed registration of meteorological 
data.  

 

 

 

 

The different types of logger "series 32" differ only in the number of input 
channels, i.e. the three connection sockets of the WICOM-32 are identical to 
those of the METEO-32 and METEO-32X. So it is very comfortable to use larger 
loggers in smaller measurement configurations, or alternatively to start using a 
smaller logger in extended measurement systems. 
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4. plug "Xtend" 
(Plan view Data Logger) 

 



Annex 

 Ammonit GmbH / 2005 - 2009 73 

Chart: wire ident code 
 

Pin No  short name/ 
Kurzname  

Farbe  colour color 

1 A ws Weiß white blanco 

2 B bn Braun brown marrón 

3 C gn Grün green verde 

4 D ge Gelb yellow amarillo 

5 E gr Grau grey gris 

6 F rs Rosa pink color de rosa 

7 G bl Blau blue azul 

8 H rt Rot red rojo 

9 J sw Schwarz black negro 

10 K vio Violett violet violeta 

11 L grrs Grau/Rosa grey/pink gris/ color de 
rosa 

12 M rtbl Rot/Blau red/blue rojo/azul 

 




